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Installation and Operating
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To install, use and maintain all the hardware of the sectional door with security, 
there must be taken some precaution measures. To ensure the safety of 
persons and goods, please follow the procedures described in this manual. If 
in doubt contact your supplier.

Å This manual was designed for use by professional installers or people
with experience; it is not indicated for apprentices.

Å This manual describes the installation of the hardware set components,
door sections (panels) and refers to installation manuals of the electrical
operator. Be sure to supplement this manual if needed with instructions
for any additional components not described in this manual.

Å Before starting, read this manual carefully!

Å All the components which have been supplied are designed for use with

may have an adverse effect on the safety of, and the guarantee on, the
door, if not approve by Flexidoor. Also the CE-approval which has been
granted to this door will be cancelled when components are changed or
installation is not done according to this manual! Installer is responsible
for this.

Å Verify that the structure where the door will be installed meets the
necessary requirements of strength and stability.

Å Certain components may be sharp or have jagged edges. As such you are 
advised to wear safety gloves. In case of drilling or cutting, wear safety
glasses and safety shoes.

Å During tensioning, springs can exert large forces. Work carefully. Use the
proper equipment. Ensure that you are standing in a steady position.

Å

Other people (children!) may get in the way or endanger themselves
during the installation.

Å Safety devices for automated doors (such as photocells, pressure-
sensitive or electro-sensitive devices) and the regulation of closing forces

european standards and guidelines in force.

Å
be in danger in handling the door.

Å Failure to install any of the components of protection by the installer,
referred by the manufacturer or by the european standards, declines any
responsibility to the manufacturer of the door, if any accident occurs.

Å The installer must be provided with tools that are indispensable for proper 
and safe installation of the door.

Å The installer must supply to the user the Instructions of Functioning,

necessary information concerning the use and maintenance of the door,

use of the engine used in the door, in case of an motorized door.

ATTENTION: Torsion springs can be very dangerous if are improperly
installed or mishandled. Do not try to install them yourself unless (1) you have 

you follow these instructions precisely.

ATTENTION: Make sure that all screws are securely fastened. 
Unscrewing screws can cause serious injury.

ATTENTION
section joints, panels, hinges, tracks, springs and other parts of the door while 
the door is moving.

ATTENTION
the door. If you need to open or close the door manually, use the handles or 
knobs.

GENERAL WARNINGS

SIGNALING
INFORMATION

Additional information.

Optional component.

Important information.
Attention - Various hazards during 
installation and maintenance of the 
door.

Attention - Risk of cuts when 
handling angles and guides.

Prohibited to remove the 
protections door.

Not touch when opening and 
closing the door.

WARNING

Wear safety gloves during 
installation and maintenance 
of the door.

Wear safety shoes during the 
installation and maintenance of the 
door.

Read the manual during installation. 
Keep the manual for the life cycle of 
the door.

Attention - Risk of perforation 
during drilling of the angle.

Attention - Heavy loads.

OBLIGATION

Wear safety glasses during 
installation and maintenance of the 
door.

Attention - Electrical danger.
PROHIBITION

Standard component.

See annex of the bolts.

ENEN
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A Angle P Headroom
H Height
L Left S Surface
N Quantity W Width
O Sideroom C Length

Necessary tools for the installation 

Before starting the installation of the door, make sure you have all the material required for installation, and if the door has the appropriate measures to the 
place where it will be installed.

Package  Nr. 1:
-Vertical angles and vertical door track kit
-Spring and shaft kit
-Motor kit
-Hardware box

Package  Nr. 2:
-Panels: 1 and 4
-Horizontal tracks connecting rail

Package  Nr. 3:

-Horizontal tracks with curves kit

1/3 2/3 3/3
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ÅThe bolt (9A) can replace the bolt (9B) and washer (9B).
ÅThe bolt (16A) can replace the bolt (16B).
Å
Å

x30
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